[bookmark: _GoBack]BOILERS (RESIDENTIAL) AND BOILERS (COMMERCIAL)
This table includes ASHRAE minimum efficiency requirements for boilers (commercial) and boilers (residential) covered product categories.
	Gas- and Oil-Fired Boilers: Minimum Efficiency Requirements

	Equipment Type
	Subcategory or Rating Condition
	Size Category (Input)
	Efficiency Metric
	Minimum Efficiency

	Boilers, hot water
	Gas-fired
	<300,000 Btu/h
	AFUE
	90%

	
	
	≥300,000 Btu/h and ≤2,500,000 Btu/h
	Eta
	94%

	
	
	>2,500,000 Btu/h and ≤10,000,000 Btu/h
	Et
	94%

	
	
	>10,000,000 Btu/hb
	Ec
	82%

	
	Oil-fired
	<300,000 Btu/h
	AFUE
	87%

	
	
	≥300,000 Btu/h and <2,500,000 Btu/h
	Et
	85.5%

	
	
	>2,500,000 Btu/h and ≤10,000,000 Btu/h
	Et
	85.5%

	
	
	>10,000,000 Btu/hb
	Ec
	84%

	Boilers, steam
	Gas-fired
	<300,000 Btu/h
	AFUE
	90%

	
	Gas-fired (all, except natural draft)
	≥300,000 Btu/h and ≤2,500,000 Btu/h
	Et
	80%

	
	
	>2,500,000 Btu/h and ≤10,000,000 Btu/h
	Et
	80%

	
	
	>10,000,000 Btu/hb
	Et
	79%

	
	Gas-fired, natural draft
	≥300,000 Btu/h and ≤2,500,000 Btu/h
	Et
	80%

	
	
	>2,500,000 Btu/h and ≤10,000,000 Btu/h
	Et
	80%

	
	
	>10,000,000 Btu/hb
	Et
	77%

	
	Oil-fired
	<300,000 Btu/h
	AFUE
	87%

	
	
	≥300,000 Btu/h and ≤2,500,000 Btu/h
	Et
	83.5%

	
	
	>2,500,000 Btu/h and ≤10,000,000 Btu/h
	Et
	83.5%

	
	
	>10,000,000 Btu/hb
	Et
	81%

	a Thermal efficieny (Et) is based on Hydronics Institute, Method to Determine Efficiency of Commercial Space Heating Boilers (HI BTS-2000, Rev. 06.07).
b Boilers with input greater than 10,000,000 Btu/h are not covered by federal purchasing requirements. Minimum efficiency presented is consistent with ASRHAE 90.1-2013 Table 6.8.1-6.



