ELECTRIC CHILLERS, AIR-COOLED AND WATER-COOLED
[bookmark: _GoBack]This table includes ASHRAE minimum efficiency requirements for air-cooled electric chillers and water-cooled electric chillers covered product categories.
	Water-Chilling Packages: Minimum Efficiency Requirements

	Equipment Type
	Size Category 
	Units
	Minimum Efficiency

	
	
	
	Path A (Full-Load Optimized Applications)
	Path B (Part-Load Optimized Applications)

	Air-cooled
	<150 t
	EER (Btu/W)
	≥10.40 FL
	≥9.56 FL

	
	
	
	≥12.50 IPLV
	≥15.39 IPLV

	Air-cooled
	≥150 t
	EER (Btu/W)
	≥10.40 FL
	≥9.56 FL

	
	
	
	≥12.75 IPLV
	≥15.07 IPLV

	Water-cooled, electrically operated positive displacement
	< 75 t
	kW/t
	≤0.75 FL
	≤0.80 FL

	
	
	
	≤0.63 IPLV
	≤0.60 IPLV

	Water-cooled, electrically operated positive displacement
	≥75 t and <150 t
	kW/t
	≤0.71 FL
	≤0.79 FL

	
	
	
	≤0.61 IPLV
	≤0.51 IPLV

	Water-cooled, electrically operated positive displacement
	≥150 t and <300 t
	kW/t
	≤0.68 FL
	≤0.72 FL

	
	
	
	≤0.58 IPLV
	≤0.50 IPLV

	Water-cooled, electrically operated positive displacement
	≥ 300 t and <600 t
	kW/t
	≤0.58 FL
	≤0.64 FL

	
	
	
	≤0.54 IPLV
	≤0.48 IPLV

	Water-cooled, electrically operated positive displacement
	≥600 t
	kW/t
	≤0.58 FL
	≤0.64 FL

	
	
	
	≤0.54 IPLV
	≤0.48 IPLV

	Water-cooled, electrically operated centrifugal
	< 150 t
	kW/t
	≤0.62 FL
	≤0.64 FL

	
	
	
	≤0.60 IPLV
	≤0.36 IPLV

	Water-cooled, electrically operated centrifugal
	≥150 t and <300 t
	kW/t
	≤0.59 FL
	≤0.64 FL

	
	
	
	≤0.60 IPLV
	≤0.35 IPLV

	Water-cooled, electrically operated centrifugal
	≥300 t and <400 t
	kW/t
	≤0.56 FL
	≤0.60 FL

	
	
	
	≤0.55 IPLV
	≤0.36 IPLV

	Water-cooled, electrically operated centrifugal
	≥400 t and <600 t
	kW/t
	≤0.56 FL
	≤0.60 FL

	
	
	
	≤0.55 IPLV
	≤0.36 IPLV

	Water-cooled, electrically operated centrifugal
	≥ 600 t
	kW/t
	≤0.55 FL
	≤0.57 FL

	
	
	
	≤0.40 IPLV
	≤0.350 IPLV



