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This table includes ASHRAE minimum efficiency requirements for the room air conditioners (residential) covered product category.
	Electrically Operated Room Air Conditioners: Minimum Efficiency Requirements

	Equipment Type
	Size Category (Input)
	Subcategory or Rating Condition
	Minimum Efficiency

	Room air conditioners with louvered sides
	<6,000 Btu/h
	-
	11.2 EER and 11.0 CEER

	
	≥6,000 Btu/h and <8,000 Btu/h
	-
	11.2 EER and 11.0 CEER

	
	≥8,000 Btu/h and <14,000 Btu/h
	-
	11.3 EER and 11.2 CEER

	
	≥14,000 Btu/h and <20,000 Btu/h
	-
	11.2 EER and 11.1 CEER

	
	≥20,000 Btu/h
	-
	9.8 EER and 9.8 CEER

	Room air conditioners without louvered sides
	≤8,000 Btu/h
	-
	10.4 EER and 10.2 CEER

	
	≥8,000 Btu/h and <20,000 Btu/h
	-
	9.8 EER and 9.7 CEER

	
	≥20,000 Btu/h and <28,000 Btu/h
	-
	9.8 EER and 9.7 CEER

	
	≥28,000,000 Btu/h
	-
	9.8 EER and 9.8 CEER

	Room air-conditioner heat pumps with louvered sides
	<20,000 Btu/h
	-
	10.4 EER and 10.3 CEER

	
	≥20,000 Btu/h
	-
	9.8 EER and 9.8 CEER

	Room air-conditioner heat pumps without louvered sides
	<14,000 Btu/h
	-
	9.8 EER and 9.7 CEER

	
	≥14,000 Btu/h
	-
	9.2 EER and 9.1 CEER

	Room air conditioner, casement only
	All capacities
	-
	10.0 EER and 9.9 CEER

	Room air conditioner, casement slider
	All capacities
	-
	10.9 EER and 10.8 CEER



