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Leading Edge (LE) Fall Protection What to Look For

• Is the SRL rated for  LE Situations?
• Does the SRL Have a visible shock Pack?
• Can you add a shock absorber?
• How far below D-Ring can the device be 

mounted?
• Do you need edge protection? Depends on 

edge
• Swing? 
• Obstructions?
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Shock Pack

2’ Calculated Deceleration Distance

1’ Equipment Stretch

5’ Height of Dorsal D-ring

2’ Safety Factor per Mfg

5’ Free Fall to Horizontal

2’ Free Fall Past Horizontal

𝑥 =
7′×200 𝑙𝑏𝑠

900 𝑙𝑏𝑠−200 𝑙𝑏𝑠
= 2’ calculated deceleration distance

5’

12’ Clearance Distance
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4.2’ Calculated Deceleration Distance

1’ Equipment Stretch

6’ Height of Dorsal D-ring

2’ Safety Factor per Mfg

Shock Pack

6’ Free Fall to Horizontal

2’ Free Fall Past Horizontal

𝑥 =
8′×310 𝑙𝑏𝑠

900 𝑙𝑏𝑠−310 𝑙𝑏𝑠
= 4.2’ calculated deceleration distance

8’

15.2’ Clearance Distance



https://www.youtube.com/watch?v=r0Pst4Zjh8I

https://www.youtube.com/watch?v=r0Pst4Zjh8I


• Bottom Line:

• Know what the equipment can do before it is 
allowed.

• Watch for Swing

• Watch for obstructions

• Type of edge



Any questions?

Please contact Scott Wenholz or Tom Rizzi

Scott Wenholz 
Scott.Wenholz@Science.doe.gov

Thomas Rizzi 
Thomas.Rizzi@Science.doe.gov
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